
This system is a compact design that is three feet shorter than other 
systems on the market, reducing space requirements. 

A single USC PLC touch screen control panel operates 
all treater and bin site functions.

This unique system features 
dual hoppers with air-gates 
and seed treater all linked 
and controlled by a single 
PLC touch screen control 
panel to operate all treater 
and bin site functions.  

The system utilizes a round designed 
150 unit scale hopper that weighs 
and certifies incoming seed. The 
system then automatically releases 
the seed load through an air-gate 
into the second round 250 unit 
surge hopper that channels and 
controls flow into the seed treater. 

Continuous Treating System

Compact Design 
22' Maximum 

Height
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Reduces 
weighing and 
treating time 
by over 40%

Features
•	 Up to 2000  units per hour capacity

•	 150 unit round scale hopper with air-gate

•	 250 unit round surge hopper with air-gate

•	 22' maximum height utilizing a compact design

•	 Designed to accommodate a USC treater with a seed wheel 
at this maximum height

•	 NTEP approved scale

•	 Updated single 12" PLC touch screen control panel to 
manage all treater and bin site functions

•	 USB port for easy software updates that can be performed 
by the operator

•	 Custom configurations available

New Continuous Treating System Specifications

Bulk Seed Site Options
•	 Treaters

•	 Underbin conveyor

•	 Air-gates

•	 Truck unload conveyor

•	 Bin fill conveyor (or walking leg)

•	 Seed Ladder

•	 Inlet and outlet conveyors  
to/from treater

•	 By pass/diverter

•	 Mix tanks/pumps

•	 In-house engineering for sites 
and controls— CAD drawings 
completed before quote. 

•	 Bin site specialist on staff for bin 
site needs.

•	 USC offers a full in-house service 
and support department

•	 On-site installation service teams

22'


